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        M Series - SMD/GOB Indoor  
     Small Pitch LED Display 

  

 
 
 
 
 
 
 
 
 
 
 
 
 

 Technical Parameter  

 

           Features  
 

• Pitch:M0.93/M1.25/M1.56/M1.87/M2.5 

• One cabinet for two uses, compatible with SMD or GOB 

module mounting 

• Cabinet size: 27 inches (600*337.5*39mm) Support 

network/power/signal backup 

• Ultra light & thin panel with fast front installation and 

maintenance 

• Using floating  connectors  between  modules  and 

cabinets, support module fine-tuned with better 

flatness.
 
 
 

 
 
 
 

 
 
 

 
 
 

 
 

 
 
 

 
 
 
 

 
 

 

                      
 

 
 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 
 
 

 

Item SA-DLM1251 

Module Size 
(W×H×D)mm 

150*168.75 

Module Resolution 
(W×H) 

120*135 

Scanning Mode 1/45 

LED Configuration 1R1G1B 

LED Type SMD1010 Common-cathode 

Maintenance method Front service 

Installation method Front or back installation  

Cabinet Size (W ×H 
×D) mm 

600*337.5*39 

Cabinet Resolution 
(W×H) 

480*270 

Physical Density 
(dot/m²) 

640000 

Brightness 2500~3000 

Max. Power 
consumption 

600W 

Average Power 
Consumption 

200W 

Weight 5.3KG 

Cabinet Material Die Casting Aluminum 

Protection Level IP45 

Contrast Ratio ≥8000:1 

Grey Scale (Bit) 14bit/16bit 

Refresh Rate） ≥3840Hz 

Refresh Frame 
Frequency 

50/60Hz 

Horizontal View Angle ≥140° 

Vertical View Angle ≥120° 

Optimal Viewing 
Distance 

1.3M 

Power Input Voltage AC110V~AC220V 

Module Max Current 1.8A 2.8A+2.8A 3.8V 

Working Temperature -20℃~+80℃ 

Working Humidity 10%RH~95%RH 

Life Time ≥100000 

     Application  

1.Conference room 

2.Control center;  

3. Class room;  

4.Exhibition halls 
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Item SA-DLM1252 

Module Size 
(W×H×D)mm 

150*168.75 

Module Resolution 
(W×H) 

120*135 

Scanning Mode 1/45 

LED Configuration 1R1G1B 

LED Type SMD1010 

Maintenance method Front service 

Installation method Front or back installation  

Cabinet Size (W ×H 
×D) mm 

600*337.5*39 

Cabinet Resolution 
(W×H) 

480*270 

Physical Density 
(dot/m²) 

640000 

Brightness 500~900 

Max. Power 
consumption 

600W 

Average Power 
Consumption 

200W 

Weight 5.3KG 

Cabinet Material Die Casting Aluminum 

Protection Level IP45 

Contrast Ratio ≥8000:1 

Grey Scale (Bit) 14bit/16bit 

Refresh Rate） ≥3840Hz 

Refresh Frame 
Frequency 

50/60Hz 

Horizontal View Angle ≥140° 

Vertical View Angle ≥120° 

Optimal Viewing 
Distance 

1.3M 

Power Input Voltage AC110V~AC220V 

Module Max Current 4A 4.2V 

Working Temperature -20℃~+80℃ 

Working Humidity 10%RH~95%RH 

Life Time ≥100000 

Item SA-DLM156 

Module Size 
(W×H×D)mm 

150*168.75 

Module Resolution 
(W×H) 

96*108 

Scanning Mode 1/48 

LED Configuration 1R1G1B 

LED Type SMD1212 

Maintenance method Front service 

Installation method Front or back installation 

Cabinet Size (W ×H 
×D) mm 

600*337.5*39 

Cabinet Resolution 
(W×H) 

384*216 

Physical Density 
(dot/m²) 

409600 

Brightness 500~900 

Max. Power 
consumption 

600W 

Average Power 
Consumption 

200W 

Weight 5.3KG 

Cabinet Material Die Casting Aluminum 

Protection Level IP45 

Contrast Ratio ≥8000:1 

Grey Scale (Bit) 14bit/16bit 

Refresh Rate） ≥3840Hz 

Refresh Frame 
Frequency 

50/60Hz 

Horizontal View Angle ≥140° 

Vertical View Angle ≥120° 

Optimal Viewing 
Distance 

1.6M 

Power Input Voltage AC110V~AC220V 

Module Max Current 4A 4.2V 

Working Temperature -20℃~+80℃ 

Working Humidity 10%RH~95%RH 

Life Time ≥100000 
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 Item SA-DLM187 

Module Size 
(W×H×D)mm 

150*168.75 

Module Resolution 
(W×H) 

80*90 

Scanning Mode 1/30 

LED Configuration 1R1G1B 

LED Type SMD1515 

Maintenance method Front service 

Installation method Front or back installation  

Cabinet Size (W ×H 
×D) mm 

600*337.5*39 

Cabinet Resolution 
(W×H) 

320*180 

Physical Density 
(dot/m²) 

284444 

Brightness 500~900 

Max. Power 
consumption 

600W 

Average Power 
Consumption 

200W 

Weight 5.3KG 

Cabinet Material Die Casting Aluminum 

Protection Level IP45 

Contrast Ratio ≥8000:1 

Grey Scale (Bit) 14bit/16bit 

Refresh Rate） ≥3840Hz 

Refresh Frame 
Frequency 

50/60Hz 

Horizontal View Angle ≥160° 

Vertical View Angle ≥140° 

Optimal Viewing 
Distance 

1.9M 

Power Input Voltage AC110V~AC220V 

Module Max Current 4A 4.2V 

Working Temperature -20℃~+80℃ 

Working Humidity 10%RH~95%RH 

Life Time ≥100000 

Item SA-DLM25 

Module Size 
(W×H×D)mm 

150*337.5 

Module Resolution 
(W×H) 

60*135 

Scanning Mode 1/30 

LED Configuration 1R1G1B 

LED Type SMD1515 

Maintenance method Front service 

Installation method Front or back installation  

Cabinet Size (W ×H 
×D) mm 

600*337.5*39 

Cabinet Resolution 
(W×H) 

240*135 

Physical Density 
(dot/m²) 

160000 

Brightness 500~900 

Max. Power 
consumption 

500W 

Average Power 
Consumption 

170W 

Weight 5.3KG 

Cabinet Material Die Casting Aluminum 

Protection Level IP45 

Contrast Ratio ≥8000:1 

Grey Scale (Bit) 14bit/16bit 

Refresh Rate） ≥3840Hz 

Refresh Frame 
Frequency 

50/60Hz 

Horizontal View Angle ≥140° 

Vertical View Angle ≥120° 

Optimal Viewing 
Distance 

2.5M 

Power Input Voltage AC110V~AC220V 

Module Max Current 6.8A 4.2V 

Working Temperature -20℃~+80℃ 

Working Humidity 10%RH~95%RH 

Life Time ≥100000 
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